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STREET LIGHTING
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B QUADRA

EXPLODED VIEW
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Level Meter
Ensures the fixture's parallel
instalation to the surface.

Su Terazisi

Montaj esnasinda armatrin
yuzeye paralel durmasini
saglar.

Mounting Console

Pole console is suitable for
mounting horizontally and
vertically, ranging from

-15 to +15 degrees.

Baglanti Konsolu

Direk baglanti konsolu -15 +15
derecede yatay ve dikey olmak
lizere montaj kolaylig| saglar.
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Driver Cover Hinge / SUrlclu Kapak Mentese
Driver Cover / Slrlcli Kapak

Ventilation Plug / LED Hazne Nem Tapa
Driver Cover Gasket / Surticli Kapak Conta
Power Cut / Kapak Enerji Kesici

LED Driver / LED SuirtcU

Level Meter / Su Terazisi

Surge Protector / Parafudr

GENERAL FEATURES
GENEL OZELLIKLER
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STREET LIGHTING

Power Cut
Provides security by cutting

off the luminaire's power when

the lid is open.

Giic Kesici

Driver kapaginin aciimasi ile
armatr elektirigini keserek
guvenlik saglar.

No-Screw Lid

Tool-less and no-screw access

to the driver's case.

Vidasiz Kapak
Vida ve el aleti gerektirmeden
kolay erisilebilir driver
haznesine sahiptir.

PATLAMA SEMASI
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Cable Gland / Rakor

Ventilation Plug / Suirlici Hazne Nem Tapa
Housing / Sogutucu Gévde

Mounting Console / Mafsal Kol

LED PCB

Lens / Optik

Glass Gasket / Cam Conta

Front Glass / On Cam



STREET LIGHTING

Soft wide beam
with good illuminance
uniformity.

Universal road lighting
beam with excellent
mixed illuminance and
luminance uniformity.
Typically IESNA Type IlI
Medium.

Short IESNA Type Il
beam for narrow roads
or high poles with
extremely low glare.

Beam with excellent
longitudinal luminance
uniformity fulfilling
EN13201 M-class
requirements where road
width is equal to or less
than the pole height.

IESNA Type Il (medium)
beam applicable for
European P-class
standard pedestrian
lighting and M-class
roads.

PRODUCT CODE SYSTEM

11.C.X. XXX. XX. X. XX.XXX.X

|-

42mm Bracket(4), 55mm Bracket(5), 60mm Bracket(6)

Led Qty. (064/080/096/128/160/192/240/288/320/384)
Lens Type ME1(01), ME2(02), P1(03)

High Power Led(H), Mid Power Led(M)

2700K(27), 3000K(30), 4000K(40), 5000K(50), 6500K(65)

Wattage Range (160-240)

Case Colour, White(1), Grey(2), Black(3), Anthracite(4), Gold(5)
Cooling System Type, Canal(C), Flat(F)

Type Quadra Maxi(11), Quadra Midi(12)

QUADRA

IESNA Type Il (medium)
beam for roads that are
equal to or wider than
mounting height.

Beam with excellent
longitudinal luminance
uniformity for staggered
pole setups fulfilling
EN13201 M-class
requirements where road
width is equal to or less
than the pole height.

Universal road lighting
beam with excellent
mixed illuminance and
luminance uniformity.
Typically IESNA Type I
Medium.

Caternary street light
beam optimized for
EN13201 M-classes.

Type lI/1l (long) beam
for very wide pole to pole
distances. Ideal for
pedestrian paths and
residential roads.
EN13201 P-classes.

Example/Ornek

URUN KOD SISTEMI

11.C.4.200.40.H.02.96.6

60mm Bracket
96 Led

ME1 Class Lens
High Power Led
4000K

200 W
Anthracite Case Colour

Extra Heat Dissipation

Quadra Maxi

GENERAL FEATURES 48
GENEL OZELLIKLER



STREET LIGHTING

B QUADRA

MAXI HS

Extra Heat Sink

A

°  Watt 200w 280 W

* Luminous Efficiency Fotometrik Verim Min. 125Im /W - Max. 160 Im /W

* Power Factor(PF) Gli¢ Faktdri >0,94

* Input Voltage Giris Voltaj 90V - 305V

* Frequency Frekans 50 - 60Hz

* Colour Rendering Index (CRI) Renk indeksi 70-80-90

* Colour Temperature (CCT) Renk Sicakhg 2200K / 2700K / 3000K / 4000K / 5000K / 5700K / 6000K / 6500K

* Surge Protection Parafudr Internal (Driver) 6 - 8 - 10 kV / External 10 - 20 kV (Optional)

*  Dimming Dim StepDIM / Astro DIM / Mains DIM / DALI / O - 10V / PWM

* Otpic Class Optik Sinift M1/M2/M3/M4/S1/S2/S3/S4/P1/P2/P3/P4/ME4a

* LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat

* Luminaire IP Armatdir iP IP 66 Class / Sinif

*  Luminaire IK Armatdr IK Glass / Cam IKO8 - Housing / Govde IK10

* Housing Material Govde Malzemesi Die-Cast Aluminum Injection / Dékim Aliminyum Enjeksiyon

* Housing Colour Govde Rengi RAL 7016 (Standart) / Optional RAL Colour

* Glass Cam Tempered / Temperli

* Pole Diameter Direk Montaj Capi 40 mm /52 mm /60 mm

°  Weight Agirlik 10650 gr

* Size Olgliter 290 x 665 x 100 mm

* Guarantee Garanti 5 Years / Yil

TECHNICAL DRAWING TEKNIK Gizim PRODUCT CODE URUN KODLARI
11.C.4.200.40.H.01.064.6 200W 4000K High Power 64
11.C.4.220.40.H.01.064.6 220W 4000K High Power 64
11.C.4.240.40.H.01.096.6 240W 4000K High Power 96
11.C.4.260.40.H.01.096.6 260W 4000K High Power 96

w 100 11.C.4.280.40.H.01.096.6 280W 4000K High Power 96
8

11.C.4.200.40.M.31.256.6 200W 4000K Mid Power 256
11.C.4.220.40.M.31.256.6 220W 4000K Mid Power 256
11.C.4.240.40.M.31.256.6 240W 4000K Mid Power 256
11.C.4.260.40.M.31.320.6 260W 4000K Mid Power 320
11.C.4.280.40.M.31.320.6 280W 4000K Mid Power 320

290

TECHNICAL SPECIFICATIONS

TEKNIK OZELLIKLER




STREET LIGHTING

Watt

Flat Surface

A

80w

QUADRA @

MAXI FS

240 W

Luminous Efficiency

Fotometrik Verim

Min. 125 Im /W - Max. 160 Im /W

290

Power Factor(PF) Gli¢ Faktori >0,94
Input Voltage Giris Voltaj 90V - 305V
Frequency Frekans 50-60Hz
Colour Rendering Index (CRI) Renk indeksi 70-80-90
Colour Temperature (CCT) Renk Sicakhig 2200K / 2700K / 3000K / 4000K / 5000K / 5700K / 6000K / 6500K
Surge Protection Parafudr Internal (Driver) 6 - 8 - 10 kV / External 10 - 20 kV (Optional)
Dimming Dim StepDIM / Astro DIM / Mains DIM / DALI / O - 10V / PWM
Otpic Class Optik Sinift M1/M2/M3/M4/S1/S2/S3/S4/P1/P2/P3/P4/ME4a
LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat
Luminaire IP Armatdir iP IP 66 Class / Sinif
Luminaire IK Armatdr IK Glass / Cam IKO8 - Housing / Gévde IK10
Housing Material Govde Malzemesi Die-Cast Aluminum Injection / D6kim Aliminyum Enjeksiyon
Housing Colour Govde Rengi RAL 7016 (Standart) / Optional RAL Colour
Glass Cam Tempered / Temperli
Pole Diameter Direk Montaj Capi 40 mm /52 mm /60 mm
Weight Agirik 10200 gr
Size Olguler 290 x 665 x 90 mm
Guarantee Garanti 5 Years / Yil
TECHNICAL DRAWING TEKNIK Gizim PRODUCT CODE URUN KODLARI
12.F.4.180.40.H.01.064.6 180W 4000K High Power 64
12.F.4.200.40.H.01.064.6 200W 4000K High Power 64
12.F.4.210.40.H.01.064.6 210W 4000K High Power 64
12.F.4.220.40.H.01.096.6 220W 4000K High Power 96
% 12.F.4.240.40.H.01.096.6 240W 4000K High Power 96
©
© 12.F.4.180.40.M.31.256.6 180W 4000K Mid Power 256
12.F.4.200.40.M.31.256.6 200W 4000K Mid Power 256
12.F.4.210.40.M.13.256.6 210W 4000K Mid Power 256
12.F.4.220.40.M.31.256.6 220W 4000K Mid Power 256
12.F.4.240.40.M.31.256.6 240W 4000K Mid Power 256

TECHNICAL SPECIFICATIONS

TEKNIK OZELLIKLER



STREET LIGHTING

B QUADRA

MIDI HS

Extra Heat Sink

A

TECHNICAL SPECIFICATIONS
TEKNIK OZELLIKLER

Watt 60W i80w
Luminous Efficiency Fotometrik Verim Min. 125Im /W - Max. 160 Im / W
Power Factor(PF) Guc Faktéri >0,94
Input Voltage Giris Voltaji 90V - 305V
Frequency Frekans 50 - 60Hz
Colour Rendering Index (CRI) Renk indeksi 70-80-90
Colour Temperature (CCT) Renk Sicakligi 2200K / 2700K / 3000K / 4000K / 5000K / 5700K / 6000K / 6500K
Surge Protection Parafudr Internal (Driver) 6 - 8 - 10 kV / External 10 - 20 kV (Optional)
Dimming Dim StepDIM / Astro DIM / Mains DIM / DALI / O - 10V / PWM
Otpic Class Optik Sinifi M1/M2/M3/M4/S1/S2/S3/S4/P1/P2/P3/P4/ME4da
LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat
Luminaire IP Armatdar IP IP 66 Class / Sinif
Luminaire IK Armatur IK Glass / Cam IKO8 - Housing / Govde IK10
Housing Material Govde Malzemesi Die-Cast Aluminum Injection / D6kim Aliminyum Enjeksiyon
Housing Colour Govde Rengi RAL 7016 (Standart) / Optional RAL Colour
Glass Cam Tempered / Temperli
Pole Diameter Direk Montaj Cap! 40 mm /52 mm /60 mm
Weight Agirlik 8300 gr
Size Olgler 290 x 530 x 100 mm
Guarantee Garanti 5 Years / Yil
TECHNICAL DRAWING TEKNIK CiziM PRODUCT CODE URUN KODLARI
13.C.4.060.40.H.01.024.6 60W 4000K High Power 24
13.C.4.100.40.H.01.036.6 100W 4000K High Power 36
13.C.4.120.40.H.01.036.6 120W 4000K High Power 36
13.C.4.150.40.H.01.048.6 150W 4000K High Power 48
3 100 13.C.4.180.40.H.01.048.6 180W 4000K High Power 48
13.F.4.060.40.M.31.096.6 60W 4000K Mid Power 96
13.F.4.100.40.M.31.128.6 100W 4000K Mid Power 128
13.F4.120.40.M.31.192.6 120W 4000K Mid Power 192
13.F.4.150.40.M.31.192.6 150W 4000K Mid Power 192
0 13.F.4.180.40.M.31.192.6 180W 4000K Mid Power 192




STREET LIGHTING

QUADRA @

MIDI FS

Flat Surface

A

°  Watt 60 W 150 W
* Luminous Efficiency Fotometrik Verim Min. 125 Im /W - Max. 160 Im /W
* Power Factor(PF) Guc Faktord >0,94
° Input Voltage Giris Voltaji 90V - 305V
*  Frequency Frekans 50 - 60Hz
* Colour Rendering Index (CRI) Renk indeksi 70-80-90
* Colour Temperature (CCT) Renk Sicakhigt 2200K / 2700K / 3000K / 4000K / 5000K / 5700K / 6000K / 6500K
° Surge Protection Parafudr Internal (Driver) 6 - 8 - 10 kV / External 10 - 20 kV (Optional)
*  Dimming Dim StepDIM / Astro DIM / Mains DIM / DALI / O - 10V / PWM
* Otpic Class Optik Sinifi M1/M2/M3/M4/S1/S2/S3/S4/P1/P2/P3/P4/ME4a
* LED Chip Life Time (LM 80) LED Gip Omrii >100.000 Hours / Saat
Luminaire IP Armatdur IP IP 66 Class / Sinif
Luminaire IK Armatur IK Glass / Cam IKO8 - Housing / Gévde IK10
Housing Material Govde Malzemesi Die-Cast Aluminum Injection / D6kim Aliminyum Enjeksiyon
Housing Colour Govde Rengi RAL 7016 (Standart) / Optional RAL Colour
Glass Cam Tempered / Temperli
Pole Diameter Direk Montaj Capi 40 mm /52 mm / 60 mm
Weight Agirlik 7900 gr
Size Olgler 290 x 530 x 90 mm
Guarantee Garanti 5 Years / Yil
TECHNICAL DRAWING TEKNIK CiZiM PRODUCT CODE URUN KODLARI
14.C.4.060.40.H.01.024.6 60W 4000K High Power 24
14.C.4.080.40.H.01.036.6 80W 4000K High Power 36
14.C.4.100.40.H.01.036.6 100W 4000K High Power 36
14.C.4.130.40.H.01.048.6 130W 4000K High Power 48
2 9% 14.C.4.150.40.H.01.048.6 150W 4000K High Power 48
14.F.4.060.40.M.31.096.6 60W 4000K Mid Power 96
14.F.4.080.40.M.31.128.6 80W 4000K Mid Power 128
14.F.4.100.40.M.31.192.6 100W 4000K Mid Power 192
14.F.4.130.40.M.31.192.6 130W 4000K Mid Power 192
20 14.F.4.150.40.M.31.192.6 150W  4000K  Mid Power 192

TECHNICAL SPECIFICATIONS
TEKNIK OZELLIKLER



B STELLA

EXPLODED VIEW

GENERAL FEATURES

GENEL OZELLIKLER

Soft wide beam
with good illuminance
uniformity.

Universal road lighting
beam with excellent
mixed illuminance and
luminance uniformity.
Typically IESNA Type Il
Medium.

OOk WN R

Driver Cover Hinge / Surlcli Kapak Mentese
Driver Cover / Surlcl Kapak

Driver Cover Gasket / Surtici Kapak Conta
Cable Gland / Rakor

Ventilation Plug / LED Hazne Nem Tapa

LED Driver / LED Surlcu

STREET LIGHTING

— 10

7 Housing / Sogutucu Goévde

8 LED PCB

9 Lens/ Optik

10 Glass Gasket / Cam Conta

11 Front Glass / On Cam

12 Screw Gasket / Cam Vida Contasi

11
12

IESNA Type lll (medium)
beam for roads that are
equal to or wider than
mounting height.

Beam with excellent
longitudinal luminance
uniformity for staggered
pole setups fulfilling
EN13201 M-class
requirements where road
width is equal to or less
than the pole height.

PATLAMA SEMASI



STREET LIGHTING

STELLA @

°  Watt 40w 160 W
* Luminous Efficiency Fotometrik Verim Min. 125 Im /W - Max. 160 Im /W
* Power Factor(PF) Guc Faktéri >0,94
° Input Voltage Giris Voltaji 90V - 305V
*  Frequency Frekans 50 - 60Hz
* Colour Rendering Index (CRI) Renk indeksi 70-80-90
Colour Temperature (CCT) Renk Sicakhgt 2200K / 2700K / 3000K / 4000K / 5000K / 5700K / 6000K / 6500K
Surge Protection Parafudr Internal (Driver) 6 - 8 - 10 kV / External 10 - 20 kV (Optional)
Dimming Dim StepDIM / Astro DIM / Mains DIM / DALI / O - 10V / PWM
Otpic Class Optik Sinifi M1/M2/M3/M4/S1/S2/S3/S4/P1/P2/P3/P4/MEda
LED Chip Life Time (LM 80) LED Gip Omrii >100.000 Hours / Saat
Luminaire IP Armatdur IP IP 66 Class / Sinif
Luminaire IK Armatur IK Glass / Cam IKO8 - Housing / Gévde IK10
Housing Material Govde Malzemesi Die-Cast Aluminum Injection / Dékim Aliminyum Enjeksiyon
Housing Colour Govde Rengi RAL 7016 (Standart) / Optional RAL Colour
Glass Cam Tempered / Temperli
Pole Diameter Direk Montaj Cap! 42 mm
Weight Agirlik 5800 gr
Size Olgiler 240 x 595 x 90 mm
Guarantee Garanti 5 Years / Yil
TECHNICAL DRAWING TEKNIK CiziM PRODUCT CODE URUN KODLARI
16.C.4.040.40.H.01.024.6 40W 4000K High Power 24
16.C.4.070.40.H.01.036.6 70W 4000K High Power 36
16.C.4.100.40.H.01.036.6 100W 4000K High Power 36
16.C.4.130.40.H.01.048.6 130W 4000K High Power 48
|O 16.C.4.160.40.H.01.048.6 160W 4000K High Power 48
(o]
8 ‘ ﬂ’i 16.F.4.040.40.M.31.096.6 40W 4000K Mid Power 96
240 16.F.4.070.40.M.31.128.6 70W 4000K Mid Power 128
16.F.4.100.40.M.31.192.6 100W 4000K Mid Power 192
16.F.4.130.40.M.31.192.6 130W 4000K Mid Power 192
16.F.4.160.40.M.31.192.6 160W 4000K Mid Power 192

TECHNICAL SPECIFICATIONS

TEKNIK OZELLIKLER






FLOOD LIGHT

PROJEKTORLER



B WETRA

Power Cut

Provides security by cutting off
the luminaire's power when
the lid is open.

Giic Kesici

Driver kapaginin agilmasi ile
armatir elektirgini keserek
glivenlik saglar.

EXPLODED VIEW

OO WN P

GENERAL FEATURES
GENEL OZELLIKLER

Heat Sink

Exterior Heat Sink option,
providing solution for harsh
climatic conditions.

Sogutma Federi

TUm iklim sartlarina
uyarlanabilen alternatifli
Feder yapisi.

Driver Cover / Surtcli Kapak

Driver Cover Gasket / Surucu Kapak Conta
Power Cut / Kapak Enerji Kesici

LED Driver / LED SUrlcl

Ventilation Plug / StrGclt Hazne Nem Tapa
Cable Gland / Rakor

FLOOD LIGHT

Angle Indicator

Angled bracket connection
determines the required angle is
applied easily during mounting.

Ayak Aci Gostegesi

Aci gostergeli ayak baglantisi ile,
oncesinde belirlenen agi montaj
esnasinda kolayca
uygulanabilmektedir.

PATLAMA SEMASI
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7 Mounting Console / Mafsal Kol
8 Housing / Sogutucu Govde

9 LEDPCB

10 Lens / Optik

11 Glass Gasket / Cam Conta

12 Front Glass / On Cam



FLOOD LIGHT

~50°
wide beam

~25°
medium beam

~20° +115°
oval beam for
aisle lighting

~10°
spot beam

~100°
wide beam

~15° +50°
oval beam

~20° + 115°
oval beam for
aisle lighting.

~30°
wide beam

Forward throw
beam for area
lighting.

Beam for canopy
lighting with
batwing light
distribution.

GENERAL FEATURES
GENEL OZELLIKLER

WETRA @



WETRA

MAXI HS

FLOOD LIGHT

Extra Heat Sink

A

490

TECHNICAL SPECIFICATIONS
TEKNIK OZELLIKLER

Watt 220 W 400 W
Luminous Efficiency Fotometrik Verim Min. 125Im /W - Max. 160 Im / W
Power Factor(PF) Gl Faktéri >0,94
Input Voltage Giris Voltaji 90V - 305V
Frequency Frekans 50 - 60Hz
Colour Rendering Index (CRI) Renk indeksi 70-80-90
Colour Temperature (CCT) Renk Sicakligi 2200K / 2700K / 3000K / 4000K / 5000K / 5700K / 6000K / 6500K
Surge Protection Parafudr Internal (Driver) 6 - 8 - 10 kV / External 10 - 20 kV (Optional)
Dimming Dim StepDIM / Astro DIM / Mains DIM / DALI / O - 10V / PWM
LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat
Luminaire IP Armatdr IP IP 66 Class / Sinif
Luminaire IK Armatir IK Glass / Cam IKO8 - Housing / Gévde IK10
Housing Material Govde Malzemesi Die-Cast Aluminum Injection / Dékum Aliminyum Enjeksiyon
Housing Colour Govde Rengi RAL 7016 (Standart) / Optional RAL Colour
Glass Cam Tempered / Temperli
Mounting Type Montaj Tipi Pole / Wall / 90 Degree Corner (Inwards - Outwards)
Weight Agirlik 13600 gr
Size Olgler 490 x 600 x 100 mm
Guarantee Garanti 5 Years / Yl
TECHNICAL DRAWING TEKNIK GiZiM PRODUCT CODE URUN KODLARI
21.C.4.220.40.H.41.064 220W 4000K High Power 64
21.C.4.260.40.H.41.096 260W 4000K High Power 96
21.C.4.300.40.H.41.096 300W 4000K High Power 96
21.C.4.350.40.H.41.112 350W 4000K High Power 112
600 21.C.4.400.40.H.41.112 400W  4000K High Power 112
100 21.C.4.220.40.H 71.256 220W 4000K Mid Power 256
21.C.4.260.40.H.71.320 260W 4000K Mid Power 320
21.C.4.300.40.H.71.320 300W 4000K Mid Power 320
21.C.4.350.40.H.71.448 350W 4000K Mid Power 448
21.C.4.400.40.H.71.448 400W 4000K Mid Power 448




WETRA

MAXI FS

FLOOD LIGHT

Flat Surface

A

Watt 200 W 340W
Luminous Efficiency Fotometrik Verim Min. 125 Im /W - Max. 160 Im /W
Power Factor(PF) Gl Faktéri >0,94
Input Voltage Giris Voltaji 90V - 305V
Frequency Frekans 50 - 60Hz
Colour Rendering Index (CRI) Renk indeksi 70-80-90
Colour Temperature (CCT) Renk Sicakhigi 2200K / 2700K / 3000K / 4000K / 5000K / 5700K / 6000K / 6500K
Surge Protection Parafudr Internal (Driver) 6 - 8 - 10 kV / External 10 - 20 kV (Optional)
Dimming Dim StepDIM / Astro DIM / Mains DIM / DALI / O - 10V / PWM
LED Chip Life Time (LM 80) LED Gip Omrii >100.000 Hours / Saat
Luminaire IP Armatdur IP IP 66 Class / Sinif
Luminaire 1K Armatur IK Glass / Cam IKO8 - Housing / Govde IK10
Housing Material Govde Malzemesi Die-Cast Aluminum Injection / D&kiim Aliminyum Enjeksiyon
Housing Colour Govde Rengi RAL 7016 (Standart) / Optional RAL Colour
Glass Cam Tempered / Temperli
Mounting Type Montaj Tipi Pole / Wall / 90 Degree Corner (Inwards - Outwards)
Weight Agirlik 13000 gr
Size Olgliler 490 x 600 x 90 mm
Guarantee Garanti 5 Years / Yil
TECHNICAL DRAWING TEKNIK GiZiM PRODUCT CODE URUN KODLARI
22.F.4.200.40.H.41.064 200W 4000K High Power 64
22.F.4.220.40.H.41.096 220W 4000K High Power 96
22.F.4.260.40.H.41.096 260W 4000K High Power 96
22.F4.300.40.H.41.112 300W 4000K High Power 112
600 22.F4.340.40.H.41.112 340W 4000K High Power 112
53 22.F.4.200.40.H.71.256 200W 4000K Mid Power 256
22.F.4.220.40.H.71.256 220W 4000K Mid Power 256
22.F.4.260.40.H.71.320 260W 4000K Mid Power 320
22.F.4.300.40.H.71.320 300W 4000K Mid Power 320
490 22.F4.340.40.H.71.384 340W 4000K Mid Power 384

TECHNICAL SPECIFICATIONS
TEKNIK OZELLIKLER



WETRA

MIDI HS

* Watt

Extra Heat Sink

FLOOD LIGHT

A

60w 200w

* Luminous Efficiency

Fotometrik Verim

Min. 125Im /W - Max. 160 Im / W

* Power Factor(PF) Guc Faktori >0,94
* Input Voltage Giris Voltaji 90V - 305V
* Frequency Frekans 50 - 60Hz
* Colour Rendering Index (CRI) Renk indeksi 70-80-90
* Colour Temperature (CCT) Renk Sicakhgt 2200K / 2700K / 3000K / 4000K / 5000K / 5700K / 6000K / 6500K
® Surge Protection Parafudr Internal (Driver) 6 - 8 - 10 kV / External 10 - 20 kV (Optional)
* Dimming Dim StepDIM / Astro DIM / Mains DIM / DALI / O - 10V / PWM
® LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat
* Luminaire IP Armatur IP IP 66 Class / Sinif
*  Luminaire IK Armatdr IK Glass / Cam IKO8 - Housing / Gévde IK10
* Housing Material Govde Maizemesi Die-Cast Aluminum Injection / D&kim Aliminyum Enjeksiyon
* Housing Colour Govde Rengi RAL 7016 (Standart) / Optional RAL Colour
* Glass Cam Tempered / Temperli
*  Mounting Type Montaj Tipi Pole / Wall / 90 Degree Corner (Inwards - Outwards)
°  Weight Agirlik 8850 gr
° Size Olgiler 490 x 400 x 90 mm
* Guarantee Garanti 5 Years / Yil
TECHNICAL DRAWING TEKNIK GiZiM PRODUCT CODE URUN KODLARI
23.C.4.060.40.H.41.024 60W 4000K High Power 24
23.C.4.100.40.H.41.036 100W 4000K High Power 36
23.C.4.130.40.H.41.036 130W 4000K High Power 36
23.C.4.160.40.H.41.048 160W 4000K High Power 48
490 23.C.4.200.40.H.41.064 200W  4000K High Power 64
8 23.C.4.060.40.H.71.096 60W 4000K Mid Power 96
23.C.4.100.40.H.71.128 100W 4000K Mid Power 128
23.C.4.130.40.H.71.192 130W 4000K Mid Power 192
23.C.4.160.40.H.71.192 160W 4000K Mid Power 192
23.C.4.200.40.H.71.256 200W 4000K Mid Power 256

400

TECHNICAL SPECIFICATIONS
TEKNIK OZELLIKLER




WETRA

MIDI FS

FLOOD LIGHT

Flat Surface

A

400

°  Watt 60 W 180 W
* Luminous Efficiency Fotometrik Verim Min. 125 Im /W - Max. 160 Im / W
Power Factor(PF) Guc Faktori >0,94
Input Voltage Giris Voltaji 90V - 305V
Frequency Frekans 50 - 60Hz
Colour Rendering Index (CRI) Renk indeksi 70-80-90
Colour Temperature (CCT) Renk Sicakligt 2200K / 2700K / 3000K / 4000K / 5000K / 5700K / 6000K / 6500K
Surge Protection Parafudr Internal (Driver) 6 - 8 - 10 kV / External 10 - 20 kV (Optional)
Dimming Dim StepDIM / Astro DIM / Mains DIM / DALI / O - 10V / PWM
LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat
Luminaire IP Armatur IP IP 66 Class / Sinif
Luminaire 1K Armatur IK Glass / Cam IKO8 - Housing / Gévde IK10
Housing Material Gévde Malzemesi Die-Cast Aluminum Injection / Dékim Aliminyum Enjeksiyon
Housing Colour Govde Rengi RAL 7016 (Standart) / Optional RAL Colour
Glass Cam Tempered / Temperli
Mounting Type Montaj Tipi Pole / Wall / 90 Degree Corner (Inwards - Outwards)
Weight Agirlik 8400 gr
Size Olgiler 490 x 400 x 80 mm
Guarantee Garanti 5 Years / Yil
TECHNICAL DRAWING TEKNIK GiZiM PRODUCT CODE URUN KODLARI
23.C.4.060.40.H.41.024 60W 4000K High Power 24
23.C.4.120.40.H.41.036 120W 4000K High Power 36
23.C.4.130.40.H.41.036 130W 4000K High Power 36
23.C.4.160.40.H.41.048 160W 4000K High Power 48
490 23.0.4.180.40.H.41.064 180W  4000K High Power 64
= 23.F.4.060.40.H.71.096 60W 4000K Mid Power 96
23.F4.120.40.H.71.128 120W 4000K Mid Power 128
23.F.4.130.40.H.71.192 130W 4000K Mid Power 192
23.F.4.160.40.H.71.192 160W 4000K Mid Power 192
23.F.4.180.40.H.71.256 180W 4000K Mid Power 256

TECHNICAL SPECIFICATIONS
TEKNIK OZELLIKLER



B GLADIA

MODULAR SYSTEM

Soft wide beam
with good illuminance
uniformity.

Universal road lighting
beam with excellent
mixed illuminance and
luminance uniformity.
Typically IESNA Type Il
Medium.

EXPLODED VIEW

1 Mounting Bracket / Montaj Ayagi
2 Holder / Ayak Tutucu
3 Side Cap / Yan Kapak

GENERAL FEATURES
GENEL OZELLIKLER

4 Housing / Sogutucu Govde

IP Lens / Optik

FLOOD LIGHT

IESNA Type lll (medium)
beam for roads that are
equal to or wider than
mounting height.

Beam with excellent
longitudinal luminance
uniformity for staggered
pole setups fulfilling
EN13201 M-class
requirements where road
width is equal to or less
than the pole height.

PATLAMA SEMASI



FLOOD LIGHT

GLADA @&

MODULAR SYSTEM

863

823

Watt 400 W 1200 W
Luminous Efficiency Fotometrik Verim Min. 125 Im /W - Max. 160 Im / W
Power Factor(PF) Guc Faktord >0,94
Input Voltage Giris Voltaji 90V - 305V
Frequency Frekans 50 - 60Hz
Colour Rendering Index (CRI) Renk indeksi 70-80-90
Colour Temperature (CCT) Renk Sicakligt 2200K / 2700K / 3000K / 4000K / 5000K / 5700K / 6000K / 6500K
Surge Protection Parafudr Internal (Driver) 6 - 8 - 10 kV / External 10 - 20 kV (Optional)
Dimming Dim StepDIM / Astro DIM / Mains DIM / DALI / 0 - 10V / PWM
LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat
Luminaire IP Armatur IP IP 66 Class / Sinif
Luminaire 1K Armatur IK Housing / Gévde IK10
Housing Material Govde Maizemesi Aluminum Extrusion / Aliminyum Ekstriizyon
Housing Colour Govde Rengi RAL 7016 (Standart) / Optional RAL Colour
Mounting Type Montaj Tipi Pole / Wall / 90 Degree Corner (Inwards - Outwards)
Weight Agirlik 12000 gr (600 W)
Size Olgiiler 823 x 863 x 220 mm (600 W)
Guarantee Garanti 5 Years / YIl
TECHNICAL DRAWING - 600 W TEKNIK CiziM PRODUCT CODE URUN KODLARI

24.C.4.400.40.H.01.024.6 400W 4000K High Power 120
24.C.4.600.40.H.01.036.6 600W 4000K High Power 180
24.C.4.800.40.H.01.036.6 800W 4000K High Power 240
24.C.4.1000.40.H.01.048.6 1000W  4000K High Power 300
24.C.4.1200.40.H.01.064.6 1200W  4000K High Power 360

24.F.4.400.40.M.31.480.6 400W 4000K Mid Power 480
24.F.4.600.40.M.31.720.6 600W 4000K Mid Power 720
24.F.4.800.40.M.31.960.6 800W 4000K Mid Power 960
24.F.4.1000.40.M.31.1200.6  1000W  4000K Mid Power 1200
24.F4.1200.40.M.31.1440.6  1200W  4000K Mid Power 1440

TECHNICAL SPECIFICATIONS
TEKNIK OZELLIKLER






HIGH BAY LUMINAIRES

YUKSEK TAVAN ARMATURU



INTERIA

EXPLODED VIEW

GENERAL FEATURES

GENEL OZELLIKLER

Soft wide beam
with good illuminance
uniformity.

Universal road lighting
beam with excellent
mixed illuminance and
luminance uniformity.
Typically IESNA Type Il

o~ WwWN PP

Medium.
1
2
3
5
6
7
8
9
10—

Driver Cover / Stricl Kapak

LED Driver / LED SurilcU

Cable Gland / Rakor

Ventilation Plug / Surtct Hazne Nem Tapa
Housing / Sogutucu Gévde

HIGH BAY LUMINAIRES

LED PCB

Lens / Optik

Glass / Cam

Glass Gasket / Cam Conta
10 Frame / Cerceve

© 00 N O

IESNA Type IIl (medium)
beam for roads that are
equal to or wider than
mounting height.

Beam with excellent
longitudinal luminance
uniformity for staggered
pole setups fulfilling
EN13201 M-class
requirements where road
width is equal to or less
than the pole height.

PATLAMA SEMASI



HIGH BAY LUMINAIRES

INTERIA

Watt 60W 200 W
Luminous Efficiency Fotometrik Verim Min. 125Im /W - Max. 160 Im / W
Power Factor(PF) Glc Faktort >0,94
Input Voltage Giris Voltaji 90V - 305V
Frequency Frekans 50 - 60Hz
Colour Rendering Index (CRI)  Renk indeksi 70-80-90
Colour Temperature (CCT) Renk Sicakligi 2200K / 2700K / 3000K / 4000K / 5000K / 5700K / 6000K / 6500K
Surge Protection Parafudr Internal (Driver) 6 - 8 - 10 kV
Dimming Dim StepDIM / Astro DIM / Mains DIM / DALI / O - 10V / PWM
Beam Angle Isik Acist 30°/60° /90°
LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat
Luminaire IP Armatdr IP IP 66 Class / Sinif
Luminaire 1K Armatir IK Glass / Cam IKO8 - Housing / Gévde IK10
Housing Material Govde Malzemesi Die-Cast Aluminum Injection / Dé&kum Aliminyum Enjeksiyon
Housing color Govde Rengi Anthracite RAL 7016 (Standart) / Optional RAL Colour
Glass Cam Tempered / Temperli
Mounting Type Montaj Tipi Wall / Suspended / Busbar / Pole - Duvar / Aski / Busbar / Direk
Weight A8irlik 8050 gr
Size Olgliler @360 x 185 mm
Guarantee Garanti 5 Years / Yil
TECHNICAL DRAWING TEKNIK CiziM PRODUCT CODE URUN KODLARI
31.4.060.40.H.01.024.8 60W 4000K High Power 24
31.4.080.40.H.01.036.8 80W 4000K High Power 36
31.4.120.40.H.01.072.8 120W 4000K High Power 72
- 31.4.160.40.H.01.072.8 160W 4000K High Power 72
= 31.4.200.40.H.01.108.8 200W 4000K High Power 108
31.4.060.40.M.01.072.9 60W 4000K Mid Power 72
31.4.075.40.M.01.072.9 75W 4000K Mid Power 72
360 31.4.100.40.M.01.096.9 100W  4000K  Mid Power 96
31.4.120.40.M.01.144.9 120W 4000K Mid Power 144
31.4.150.40.M.01.144.9 150W 4000K Mid Power 144

TECHNICAL SPECIFICATIONS
TEKNIK OZELLIKLER



DECORATIVE
URBAN LUMINAIRES

DEKORATIF PARK ve BAHCE ARMATURLERI



DECORATIVE POLE

Watt

GRADA @

40w 75W

Luminous Efficiency

Fotometrik Verim

Min. 120 Im / W Max. 130 Im/W

Power Factor(PF) Gli¢ Faktoru >0,93

Input Voltage Giris Voltajt 90V / 305V

Frequency Frekans 50 / 60Hz

Colour Rendering Index (CRI) Renk indeksi 70/80/90

Colour Temperature (CCT) Renk Sicakhgi 2700K/3000K/4000K/5000K/6000K/6500K
Surge Protection Parafudr Internal (Driver) 4-6 kV

Dimming Dim StepDIM/Astro DIM/Mains DIM/DALI/0-10V/PWM
Optic Type Optik Tipi Symmetrical - Asymmetrical

LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat

Luminaire IP Armatdir IP IP 65 Class / Sinif

Housing Material

Govde Malzemesi

Aluminum / Aliminyum

Housing Colour Govde Rengi RAL 7016 (Standard) / Optional RAL Colour
Size Olciiter @500 x 3150 mm
Watt 40W 110 W

Luminous Efficiency

Fotometrik Verim

Min. 120 Im / W Max. 130 Im/W

Power Factor(PF) Gli¢ Faktéru >0,93

Input Voltage Giris Voltaiji 90V / 305V

Frequency Frekans 50 / 60Hz

Colour Rendering Index (CRI) Renk indeksi 70/80/90

Colour Temperature (CCT) Renk Sicakhgi 2700K/3000K/4000K/5000K/6000K/6500K
Surge Protection Parafudr Internal (Driver) 4-6 kV

Dimming Dim StepDIM/Astro DIM/Mains DIM/DALI/0-10V/PWM
Optic Type Optik Tipi Symmetrical - Asymmetrical

LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat

Luminaire IP Armatdr IP IP 65 Class / Sinif

Housing Material

Govde Malzemesi

Aluminum / Aliminyum

Housing Colour

Govde Rengi

RAL 7016 (Standard) / Optional RAL Colour

Size

Olciiter

@790 x 4000 mm

TECHNICAL SPECIFICATIONS
TEKNIK OZELLIKLER



W ZENIA

GRIZA

TECHNICAL SPECIFICATIONS
TEKNIK OZELLIKLER

DECORATIVE POLE

Watt 30w 110 W
Luminous Efficiency Fotometrik Verim Min. 120 Im / W Max. 130 Im/W

Power Factor(PF) Gli¢ Faktoru >0,93

Input Voltage Giris Voltajt 90V / 305V

Frequency Frekans 50 / 60Hz

Colour Rendering Index (CRI) Renk indeksi 70/80/90

Colour Temperature (CCT) Renk Sicakligi 2700K/3000K/4000K/5000K/6000K/6500K
Surge Protection Parafudr Internal (Driver) 4-6 kV

Dimming Dim StepDIM/Astro DIM/Mains DIM/DALI/0-10V/PWM
Optic Type Optik Tipi Symmetrical - Asymmetrical

LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat

Luminaire IP Armatdir IP IP 65 Class / Sinif

Housing Material

Govde Malzemesi

Aluminum / Aliminyum

Housing Colour Govde Rengi RAL 7016 (Standard) / Optional RAL Colour
Size Olciiter 1500 x 4000 mm

Watt 6x40W 8x40W
Luminous Efficiency Fotometrik Verim Min. 120 Im / W Max. 130 Im/W

Power Factor(PF) Gli¢ Faktoru >0,93

Input Voltage Giris Voltaji 90V / 305V

Frequency Frekans 50 / 60Hz

Colour Rendering Index (CRI) Renk indeksi 70/80/90

Colour Temperature (CCT) Renk Sicakligi 2700K/3000K/4000K/5000K/6000K/6500K
Surge Protection Parafudr Internal (Driver) 4-6 kV

Dimming Dim StepDIM/Astro DIM/Mains DIM/DALI/0-10V/PWM
Optic Type Optik Tipi Symmetrical - Asymmetrical

LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat

Luminaire IP Armatdr IP IP 65 Class / Sinif

Housing Material

Govde Malzemesi

Aluminum / Aliminyum

Housing Colour

Govde Rengi

RAL 7016 (Standard) / Optional RAL Colour

Size

Olciiter

8000 - 12000 mm




DECORATIVE POLE

ARTIUM @

Watt 40W 110 W
Luminous Efficiency Fotometrik Verim Min. 120 Im / W Max. 130 Im/W

Power Factor(PF) Gli¢ Faktoru >0,93

Input Voltage Giris Voltajt 90V / 305V

Frequency Frekans 50/ 60Hz

Colour Rendering Index (CRI) Renk indeksi 70,/80 /90

Colour Temperature (CCT) Renk Sicakhgi 2700K/3000K/4000K/5000K,/6000K/6500K
Surge Protection Parafudr Internal (Driver) 4-6 kV

Dimming Dim StepDIM/Astro DIM/Mains DIM/DALI/0-10V/PWM
Optic Type Optik Tipi Symmetrical - Asymmetrical

LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat

Luminaire IP Armatdr iP IP 65 Class / Sinif

Housing Material

Goévde Malzemesi

Aluminum / Aliminyum

Housing Colour Govde Rengi RAL 7016 (Standard) / Optional RAL Colour
Size Olgliler Optional / Opsiyonel

Watt 40W 110 W
Luminous Efficiency Fotometrik Verim Min. 120 Im / W Max. 130 Im/W

Power Factor(PF) Gli¢ Faktoru >0,93

Input Voltage Giris Voltaj 90V / 305V

Frequency Frekans 50/ 60Hz

Colour Rendering Index (CRI) Renk indeksi 70/80 /90

Colour Temperature (CCT) Renk Sicakhgi 2700K/3000K/4000K/5000K,/6000K/6500K
Surge Protection Parafudr Internal (Driver) 4-6 kV

Dimming Dim StepDIM/Astro DIM/Mains DIM/DALI/0-10V/PWM
Optic Type Optik Tipi Symmetrical - Asymmetrical

LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat

Luminaire IP Armatdr IP IP 65 Class / Sinif

Housing Material

Goévde Malzemesi

Aluminum / Aliminyum

Housing Colour

Goévde Rengi

RAL 7016 (Standard) / Optional RAL Colour

Size

Oicliler

min.700 mm - max.6000 mm

TECHNICAL SPECIFICATIONS
TEKNIK OZELLIKLER



W RIGA

VEGA

TECHNICAL SPECIFICATIONS
TEKNIK OZELLIKLER

DECORATIVE BOLLARD

Watt 9W - 18W

Input Voltage Giris Voltaj 90V / 305V
Frequency Frekans 50 / 60Hz

Colour Rendering Index (CRI)  Renk indeksi 70

Colour Temperture (CCT) Renk Sicakhgi 3000K / 4000K / 6000K
Dimming Dim DALI / O-10V

Optic Type Optik Tipi Symmetrical - Asymmetrical
LED Chip Life Time (LM 80)  LED Cip Omrii >100.000 Hours / Saat
Luminaire IP Armatdir iP IP 65 Class / Sinif

Housing Material

Goévde Maizemesi

Aluminum / Aliminyum

Housing Colour Govde Rengi RAL 7016 (Standard) / Optional RAL Colour
Option Opsiyon Anti Corrosion / Korozyon Dayanimi
Size Olgliter Opsiyonel / Optional

Watt 9W - 18W

Input Voltage Giris Voltaji 90V / 305V
Frequency Frekans 50 / 60Hz

Colour Rendering Index (CRI)  Renk indeksi 70

Colour Temperture (CCT) Renk Sicakhig 3000K / 4000K / 6000K
Dimming Dim DALI / 0-10V

Optic Type Optik Tipi Symmetrical - Asymmetrical
LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat
Luminaire IP Armatdir IP IP 65 Class / Sinif

Housing Material

Goévde Maizemesi

Aluminum / Aliminyum

Housing Colour Govde Rengi RAL 7016 (Standard) / Optional RAL Colour
Option Opsiyon Anti Corrosion / Korozyon Dayanimi
Size Oiciiler Opsiyonel / Optional




DECORATIVE BOLLARD

BUGIA @

Watt 9W - 18W

Input Voltage Giris Voltaj 90V / 305V
Frequency Frekans 50 / 60Hz

Colour Rendering Index (CRI)  Renk indeksi 70

Colour Temperture (CCT) Renk Sicakhgi 3000K / 4000K / 6000K
Dimming Dim DALI / O-10V

Optic Type Optik Tipi Symmetrical - Asymmetrical
LED Chip Life Time (LM 80)  LED Cip Omrii >100.000 Hours / Saat
Luminaire IP Armatdir iP IP 65 Class / Sinif

Housing Material

Goévde Maizemesi

Aluminum / Aliminyum

Housing Colour Govde Rengi RAL 7016 (Standard) / Optional RAL Colour
Option Opsiyon Anti Corrosion / Korozyon Dayanimi
Size Olgliter Opsiyonel / Optional

Watt 9W - 18W

Input Voltage Giris Voltaji 90V / 305V
Frequency Frekans 50 / 60Hz

Colour Rendering Index (CRI)  Renk indeksi 70

Colour Temperture (CCT) Renk Sicakhig 3000K / 4000K / 6000K
Dimming Dim DALI / 0-10V

Optic Type Optik Tipi Symmetrical - Asymmetrical
LED Chip Life Time (LM 80) LED Cip Omrii >100.000 Hours / Saat
Luminaire IP Armatdir IP IP 65 Class / Sinif

Housing Material

Goévde Maizemesi

Aluminum / Aliminyum

Housing Colour Govde Rengi RAL 7016 (Standard) / Optional RAL Colour
Option Opsiyon Anti Corrosion / Korozyon Dayanimi
Size Oiciiler Opsiyonel / Optional

TECHNICAL SPECIFICATIONS
TEKNIK OZELLIKLER



W TRIGO

TRIZA

TECHNICAL SPECIFICATIONS

TEKNIK OZELLIKLER

Watt

DECORATIVE

20w 40w

Luminous Efficiency

Fotometrik Verim

Min. 120 Im/W Max. 135 Im/W

Input Voltage Giris Voltaj 90V / 305V

Frequency Frekans 50/ 60Hz

Colour Rendering Index (CRI)  Renk indeksi 70-80-90

Colour Temperture (CCT) Renk Sicakhgi 3000K / 5000K / 6500K / RGB / Amber
Optic Type Optik Tipi 10°-25°-50°-90°

Luminaire IP Armatr IP IP 66 Class / Sinif

Mounting Type Montaj Tipi Wall - Pole - Piled / Duvar - Direk - Kazikli Cim

Housing Material

Gévde Malzemesi

Aluminum Inj. / Aliminyum Enjeksiyon

Housing Colour Gévde Rengi RAL 7016 (Standard) / Optional RAL Colour
Size Oletler 160 x 170 x 80 mm

80 160

2

Watt 50 W 90w
Luminous Efficiency Fotometrik Verim Min. 120 Im/W Max. 135 Im/W
Input Voltage Giris Voltaj 90V / 305V
Frequency Frekans 50/ 60Hz
Colour Rendering Index (CRI)  Renk indeksi 70-80-90
Colour Temperature (CCT) Renk Sicakhg 3000K / 5000K / 6500K / RGB / Amber
Optic Type Optik Tipi 8°-15°-24°-35°
Luminaire IP Armattir IP IP 66 Class / Sinif
Mounting Type Montaj Tipi Wall - Pole / Duvar - Direk

Housing Material

Gévde Maizemesi

Aluminum Inj. / Aliiminyum Enjeksiyon

Housing Colour Gévde Rengi RAL 7016 (Standard) / Optional RAL Colour
Size Olguler @210 x 300 mm
o
&
300



Focus
Quality,,



IFOCUSLED

Lighting Systems

info@focusled.com.tr
www.focusled.com.tr




